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IN THE CLAIMS 

1. (currently amended) A transmission apparatus, 
comprising : 

first production means for producing a first content 
of a video signal and/or an audio signal; 

second production means for producing a second content 
corresponding to the first content, the second content including 
a script for outputting a graphical user interface, and the 
script includes a description for causing a reception apparatus 
to execute: 

a process for producing use history information 
including a predetermined content in accordance with a use 
result related to the use by a user of the first content in the 
reception apparatus, and 

a process for changing the graphical user interface 
based on the use history information . so as to change a service 
to be provided with an operation to a user interface screen 
picture; and 

sending means for providing, as a broadcast, a 
transmission output of the second content in combination with 
the first content, 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content ' being stored in the 
reception apparatus , 

by .activating" ,i button on the grophicol — vie or i.nt.eri ace 
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the graphical user interface relating to the first content in 
accordance with the second content . 

2. (previously presented) The transmission apparatus 
according to Claim 1, wherein, the first content is compressed 
and coded, and transmitted. 

3. (previously presented) The transmission apparatus 
according to Claim 1, wherein the second content is transmitted 
as data broadcast. 

4. (currently amended) A reception apparatus, comprising: 
reception means for receiving a first content 

including a video signal and/or an audio signal transmitted as a 
broadcast and a second content corresponding to the first 
content, the second content including a script for outputting a 
graphical user interface, and the script including a description 
for causing the reception apparatus to execute: 

a process for producing use history information 
including a predetermined content in accordance with a use 
result related to the use by a user of the first content in the 
reception apparatus, and 

a process for changing the graphical user interface 
based on the use history information so as to change a service 
to be provided with an operation to a user interface screen 
picture; and 

user interface forming means for forming a graphical 
user interface to be output together with a picture as the first 
content in accordance with the script, for producing and storing 
the use history information in accordance with the use result, 
and for executing, in accordance with the script? — pfocoso — i-e^r 
chan g ing — fc-fre — graphical — uocr — interface — ba o od — e& — trke — &e-e — h istory 
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i n f o rmat ion — &e — ae — fee — c hangc — trke — go rvico — tre — bo provided with — fefre 
operation to the user Interface o croon picture , 

the style of the graphical* user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 

by activating o button on the graphical uoer interface 

ar-wee* e^^-^v±-treh--b e t w con a top o o r e c n — p i c t u r e i^^eh-"-^Fre4^-d^3^: 

^^^.•—f^a-jrfi ocroon pjreture area, 4&&p-ha-f4^q- mmHc-nq ^^i^^e^trmfee•— -afe a 

f irot — oizo — and centered at a — first — pooition on a display, — and a 

list — screen p ic tu r e — whic h — includes — a — oecond main — sc r e en ■ pictur e 1 
Txr-eo-^Br-ep^raY-irf^ g a n o v -jrf»c r p i c t u r o a — art — a — occond oIeo a nd centered -at 

a- seeped"----^ reception apparatus changes 

the graphical user interface relating to the , first content in , 
accordance with the second content . 

5. (previously presented) The reception apparatus 
according to Claim 4, wherein the first content is compressed 
and coded, and transmitted. 

6. (previously presented) The reception apparatus 
according to Claim 4, wherein the second content is transmitted 
as data broadcast. 

7. (previously presented) The reception apparatus 
according to Claim 4, wherein the user is allowed to perform 
operations to the user interface picture. 

8. (previously presented) The reception apparatus 
according to Claim 4, wherein 

a mark operation is performed on a selected one of the 
first content; and 
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the graphical user interface changes in response to 
the mark operation. 

9. (canceled) 

10. (currently amended) A transmission apparatus, 
comprising: 

first production means for producing a first content 
of a video signal and/or the audio signal; 

second production means for producing a second content 
corresponding to the first content, the second content including 
a script for outputting a graphical user interface, and the 
script including a description for causing a reception apparatus 
to execute a process for changing a picture content in the 
graphical user interface in accordance with a change in the 
content of the first content; and 

sending means for providing, as a broadcast, a 
transmission output of the second content combined with the 
first content, 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 

by activat ing — a button on the — graphical — uocr interface 
a — uocr — e-a-tt — o w i t c h b e t we c n — a top — o c r e on pi e t u r e \ * h i e h — in elude a — a- 
fire t — main — oexoon — picture — area — di op laying — moving — pi otu roa — a& — a 

■Mrire-fe — s4rfre — a*n3— eeR^eiee<4^rfe — a fiB- r.it pe ^a4r^iren — on a — (MrBp^ra^h — and a 

1 i o t — oo icon — picture — which — in elude o — a — second — mo i n — screen — picture 
area — d i e p 1 a y i n g m ov i n g pioturoo — a£ — a — oooond — oiac and centered, at 
e — accond poo.it ion — a** — tr&e — dioplay the reception apparatus changes 
the graphical user interface relating to the first content in 
accordance with the second content . 
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11. (currently amended) A reception apparatus, comprising: 
reception means for receiving a first content 
including a video signal and/or an audio signal transmitted as a 
broadcast and a second content corresponding to the first 
content, the second content including a script for outputting a 
graphical user interface, and the script including a description 
for causing the reception apparatus to execute a process for 
changing a picture content in the graphical user interface in 
accordance with a change in the content of the first content; 
and 

interface forming means for forming the graphical user 
interface so as to change the picture content in accordance with 
the change in the first content in accordance with the script, 
and for forming the user interface picture to be output together 
with a picture as the first content in accordance with the 
script, 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 

by activating a button on the graphical user interface 
■a — tiee* — er&n — s**± 1 o h b e t w e c n — a — fc-e$2 — s c r e e n pi e t u re — w h ieh i no l u d o e — a 
Mr3t — mc\± n — 3crc.cn — picture — area — displaying — moving — picture a — afe — a 
4 irot — 3i £C — a-R^ — eon to rod — a-fe — a — f ira fe — po nit ion — er« — a — dioplay , — at*d — a- 
1 i s t — scr oen — pi cture — which — in el. udoa — a — second main — screen — picture 
e^fea-^irSff jr5ty-i-f K[ m o v i ng pi o t u i - c o , at — ar-eeee^) ci o i z o — a^ : id---eefn-^^e4-~ae 
a — nec o nd poaition — on the — di apla y the reception apparatus changes 
the graphical user interface relating to the first content in 
accordance with the second content. 
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12. (currently amended) A transmission apparatus, 
comprising : 

first production means for producing a first content 
of a video signal and/or an audio signal; 

second production means for producing a second content 
corresponding to the first content, the second content including 
a script for outputting a graphical user interface and the 
script including a description for causing a reception apparatus 
to execute: 

a process for producing use history information 
including a predetermined content in accordance with a use 
result . by a user of the first content in the reception 
apparatus; and 

a process for changing a picture content in the 
graphical user interface based on the use history information; 
and 

sending means for. providing, as a broadcast, a 
transmission output of the second content combined with the 
first content , 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 

by activating a button on the graphical — user — interface 
■a — uoor — ea-H — o w i t ch be t woe n — a — fc-ef> — o ere on — picture — which — includes — a 
■f irst. — main — screen — picture — area — display.!, ng — moving — pi etwee — afc — a 
4ri~i^~-~^~^e — and centered at — a — first -jsee- itio tt — &n — a — dirfrp4-a-^ — a-ft^— a 
■ 1 i o t — fr oroen — picture — which — in elude 3 — a — second — main — screen — picture 
~ -rco — d i j play ing — moving pi at urea — cr£ — a — second size — and. centered, at 
e — second — position — a** — £4re — display the reception apparatus changes 
the graphical user interface relating to the first content in 
accordance with the second content. 
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13. (currently amended) A reception apparatus comprising: 

reception means for receiving a second content for 
outputting a graphical user interface, the second content 
including a script having a description for causing the 
reception apparatus to execute: 

a process for producing a first content of a video 
signal and/or an audio signal transmitted as a broadcast and use 
history information of a predetermined content in accordance 
with the use result related to the use by a user of the first 
content in the reception apparatus and 

a process for changing a picture content on the 
graphical user interface based on the use history information; 
and 

interface forming means for 

forming a graphical user interface to be output with a 
picture as a first content in accordance with the script, 

for producing and storing use history information 
according to the use result, and 

for forming the graphical user interface to change the 
picture content based on the stored use history information, 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 
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the graphical user interface relating to the first content in 



accordance with the second content. 



14. (currently amended) A transmission apparatus, 
comprising: 

first content producer operable to produce a first 
content of a video signal and/or an audio signal; 

second content producer operable to produce a second 
content corresponding to the first content, the second content 
including a script for outputting a graphical user interface, 
and the script includes a description for causing a reception 
apparatus to execute: 

a process for producing use history information 
including a predetermined content in accordance with a use 
result related to the use by a user of the first content in the 
reception apparatus, and 

a process for changing the graphical user interface 
based on the use history information so as to change a service 
to be provided with an operation to a user interface screen 
picture; and 

transmitter operable to provide, as a broadcast, a 
transmission output of the second content in combination with 
the first content, 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 

by- activating a butto n on t he — § r ap h i oa -1 we r i n t c r f a go 
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ore a — ci i o p 1 a y i n q :wo v i n g plot u rco — a-fe — a — occond. oIelc — en^rd — centered at 
a — neoond — poo it Ion — — ttre — dioplay the reception apparatus changes 
the graphical user interface relating .to the first content in 
accordance with the second content . 

15. (currently amended) A reception apparatus, comprising: 
receiver operable to receive a first content including 
a video signal and/or an audio signal transmitted as a broadcast 
and a second content corresponding to the first content, the 
second content including a script .for outputting a graphical 
user interface, and the script including a description for 
causing the reception apparatus to execute: 

a process for producing use history information 
including a predetermined content in accordance with a use 
result related to the use by a user of the first content in the 
reception apparatus, and 

a process for changing the graphical user interface 
based on the use history information so as to change a service 
to be provided with an operation to a user interface screen 
picture; and 

user interface forming device operable to form a 
graphical user interface to be output together with a picture as 
the first content in accordance with the script, to produce and 
store the use history information, and to execute, in accordance 
with the script, a process for changing the graphical user 
interface based on the use history information so as to change 
the service to be provided with the operation to the user 
interface screen picture, 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 
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by activating a butt en — on the — graphical — uoer — interface 
a — unci: — eaf? — a w itch b c t. w ocn — a — r-e*s — a c r con p i c t u re — wh i oh i n c 1 udc s — a 
f-i- r ot — main — a cr ccn — picture — ar e a — displaying — moving — pictures — at — a 
first — size — a?*d — centered — at — a — first — position — e« — a — display , — a-R-d — a 
list — screen picture — which — incl udco — a — second attain — a croon — picture 
area displaying moving pictures — at a second size and centered at 

a -see o r vd ' po a i t i en — eft — -fcrfre — d isplay the reception apparatus changes 

the graphical user interface relating to the first content in 
accordance with the second content . 

16. (currently amended) A transmission apparatus, 
comprising : 

first content producer operable to produce a first 
content of a video signal and/or the audio signals- 
second content producer operable to produce a second 
content corresponding to the first content, the second content 
including a script for outputting a graphical user interface, 
and the script including a description for causing a reception 
apparatus to execute a process for changing a picture content in 
the graphical user interface in accordance with a change in the 
content of the first content; and 

transmitter operable to provide, as a broadcast, a 
transmission output of the second content combined with the 
first content, 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 

tejr — activating — a — button — — fe-ke — graph i col — user — i ntorfaco 
a user — eae — switch — between — a — rrep — screen — pi. oture — which — inc 1 udes — a 
first — main — screen — picture — area — d i o p 1 a y i n g m o v i n g p i c t u r c o — — a 
first — oizo and — centered at. — a — first — posit ion — a** — a display, — and a 
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liot — oerce n — picture — which — inclu dco — a — ocoond — main — ocrocn — pi oturc 
orco — displaying moving pictures at — a — ocoond divo and centered, at 
e — seee*»4--peearfe4^ recept ion apparatus changes 

the graphical user interface relating to the first content in 
accordance with the second content . 

17. (currently amended) A reception apparatus, comprising: 
receiver operable to receive a first content including 
a video signal and/or an audio signal transmitted as a broadcast 
and a second content corresponding to the first content, the 
second content including a script for outputting a graphical 
user interface, and the script including a description for 
causing the reception apparatus to execute a process for 
changing a picture content in the graphical user interface in 
accordance with a change in the content of the first content; 
and 

interface forming device operable to form the 
graphical user interface so as . to change the picture content in 
accordance with the change in the first content in accordance 
with the script, and to form the user interface picture to be 
output together with a picture as the first content in 
accordance with the script, 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 
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■a — second — pooition — a-fi — ypte — dioplay the reception apparatus changes 
the graphical user interface relating to the first content in 
accordance with the second content . 

18. (currently amended) A transmission apparatus, 
comprising: 

first content producer operable to produce a first 
content of a video signal and/or an audio signal; 

second content producer operable to produce a second 
content corresponding to the first content, the second content 
including a script for outputting a graphical user interface ancl 
the script including a description for causing a reception 
apparatus to execute: 

a process for producing use history information 
including a predetermined content in accordance with a use 
result by a user of first content in the reception apparatus; 
and 

a process for changing a picture content in • the 
graphical user interface based on the use history information; 
and 

transmission device operable to provide, as a 
broadcast, a transmission output of the second content combined 
with the first content, 

the style of the graphical user interface, being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 

b y a c t i ■ v a t i n g a b u 1 1 o n — on the — graphical — H-aef — interface 
e — uao r — ee-fr — a witch — bet woe n — a — vrr>p — a croon — picture — which — i n elude a — a- 
f irsfe — raai n — a ore en — picture — area — displaying — moving — pictures — a-fe — a 
■ first — 3izo — a-m4 — centered — a-fe — a — f irot — pooition — e« — a — display, — a-H^l — a 
lict — acrc.cn picture — which — includes — a — second main — e e r e e n p i a t u r c 
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oroo — dio pi a y i n g mo v i n g p i c t u ro o — a-fe — a — occond oiiac — and centered at 
e — oooorid — poo it ion — — fefee — dioplay the reception apparatus changes 
the graphical user interface relating to the first content in 
accordance with the second content . 

19. (currently amended) A reception apparatus comprising: 

receiver operable to receive a second content for 
outputting a graphical user interface, the second content 
including a script having a description for causing the 
reception apparatus to execute: 

a process for producing a first content of a video 
signal and/or an audio signal transmitted as a broadcast and use 
history information of a predetermined content in accordance 
with the use result related to the use by a user of the first 
content in the reception apparatus and 

a process for changing a picture content on the 
graphical user interface based on the use history information; 
and 

interface forming device operable to 

form a graphical user interface to be output with a 
picture as a first content in accordance with the script, 

to produce and store use history information according 
to the use result, and 

to form the graphical user interface to change the 
picture content based on the stored use history information, 

the style of the graphical user interface being 
adaptively varied by the reception apparatus according to the 
first content and a viewing history of the first content, the 
viewing history of the first content being stored in the 
reception apparatus, 

by activating a button on the graphical — u a o r i n t o r f a a c 
a- user can switch between a top screen picture which includes a 
#iro t — main — acreon — plot urc — area — displaying, moving — pi cturco — a-fc — a 
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f irot — oizo — a**d — centered — a-fc — a — f i rot — pooition — — a — dinplay , — and a 
t ist — sc. ro en picture — which — .1 no 1 video — a — 000 end in a in — screen — picture 
a*H2*a--di^^ — afK^-^efrke^ed-- -atr 
a — second position — <tm — fcke — dinplay the reception apparatus changes 
the graphical user interface relating to the first content in 
accordance with the second content. 
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